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MODERN AFFORDABLE POWER

MX Series Professional Power Amplifiers provide the power and performance needed for installation and 
portable passive systems. Utilizing proven Mackie amplifier design history, they deliver clear, punchy 
sound that’s distortion-free even when pushed to the limits.
With optimized performance, super-quiet operation and an array of protection circuits, the MX Series 
delivers powerful performance at an affordable price. Combine with DRM Passive Loudspeakers; and the 
SP260 Loudspeaker Processor for a complete Mackie professional system.

•    Affordable, reliable power perfect for DRM Series Passive Loudspeakers, installations, and production 
audio systems
•    Forced-air ventilation keeps the amplifier running cool
•    Power output:
•    500W Continuous power @8 ohms per channel
•    750W Continuous power @4 ohms per channel
•    1500W continuous power @ 8 ohms bridged
•    Selectable parallel/stereo/bridged operating modes
•    Independent level control per channel
•    Selectable input sensitivity
•    Signal, Clip, and Fault LEDs per channel
•    Short, under-impedance, over-current and thermal protection
•    XLR input and Thru per channel
•    NL4 outputs
•    Robust, impact-resistant, all-steel 2U rackmount chassis

MACKIE MX2500 - Razglasno pojačalo

Šifra: 17334
Kategorija prozivoda: Razglasna Pojačala
Proizvođač: MACKIE

Cena: 46.680,00  rsd
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Cene su informativnog karaktera. Prodavac ne odgovara za tačnost cena iskazanih na sajtu, zadržava pravo izmena cena. 
Ponudu za ostale artikle, informacije o stanju lagera i aktuelnim cenama možete dobiti na upit. Plaćanje se isključivo vrši 
virmanski - bezgotovinski.

https://mackie.com/en/products/loudspeakers/drm-passive-series
https://mackie.com/en/products/amplifiers-processors/sp260/SP260.html

