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Firma: Player Plus doo
Adresa: Svetogorska 9
Telefon: +381 11 3347 442
Fax: +381 11 3347 615
PIB: 106966344
E-mail: porudzbine@player.rs

The TAPEDRIVER-RF4 BLE driver allows connection
of ribbons from 1 to 4 colors. It must be supplied
with 12 or 24 V for an output of 4 x 4 A max.
It can be operated by wall controllers or remote
controls in 2.4 GHz mode.
Drivers can also be wired for greater range and
perfect synchronization. TAPEDRIVER-RF BLE
uses BLE-MESH technology to deploy a
Bluetooth mesh network of connected objects.

Electrical data

Input voltage: 12~24 V
DC
Output voltage: 4 x
12~24 V DC per channel
max.
Output current :

PWM 2
KHz: 4 x 8
A
PWM 15
KHz: 4 x 4
A

Output power :

PWM 2
KHz: 384
W / 12 V;
768 W / 24
V
PWM 15
KHz: 192
W / 12 V;
384 W / 24
V

Output type: DC voltage

Special features

Available PWM
frequencies: 2 KHz / 15
KHz
Output dimming: 1024
levels
Speeds: 1024 levels
RF connection distance:
up to 20 m

Contest TAPEDRIVER-RF4 BLE
Šifra: 19801
Kategorija prozivoda: DMX Kontrole i Dimeri
Proizvođač: Contest

Cena: 2.400,00  rsd
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Protection: against short
circuits

Operating environment

Ambient temperature:
0°C to +45°C
IP rating: 20

Physical characteristics

Dimensions: 115 x 70 x
24 mm
Weight: 125 g

Cene su informativnog karaktera. Prodavac ne odgovara za tačnost cena iskazanih na sajtu, zadržava pravo izmena cena.
Ponudu za ostale artikle, informacije o stanju lagera i aktuelnim cenama možete dobiti na upit. Plaćanje se isključivo vrši
virmanski - bezgotovinski.


