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Firma: Player Plus doo
Adresa: Svetogorska 9
Telefon: +381 11 3347 442
Fax: +381 11 3347 615
PIB: 106966344
E-mail: porudzbine@player.rs

The

TAPEDIMMER-RF1 allows manual dimming via a
button, as well as dimming via 2.4GHz remote
control (REMOTECTL4x2 or PILOTCTL-4×2 models).
By default, it can be controlled by any remote
control in any zone.

It is also possible to assign the TAPEDIMMER-RF1 to
a specific zone on the remote control. In this case, it
is necessary to synchronize the RF codes before

installation.

Operating voltage: DC 12~24 V
Output: 1 channel
Memory: Yes
PWM frequency: 2 KHz (default), 500 Hz, 1K Hz, 4 KHz, 7.8 KHz and 15.6 KHz
Maximum power output:
PWM ≤ 2 KHz : 20 A ; 480 W / 24 V
PWM = 4/7.8 KHz : 15 A ; 360 W / 24 V
PWM = 15.6 KHz : 10 A ; 240 W / 24 V
Protection: Against short circuits
Operating temperature: -20 ~ 60°C
Static power consumption: < 1 W
Dimensions: 103 x 40 x 24 mm
Weight: 65 g

Contest TAPEDIMMER-RF1
Šifra: 20362
Kategorija prozivoda: DMX Kontrole i Dimeri
Proizvođač: Contest

Cena: 3.120,00  rsd
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Cene su informativnog karaktera. Prodavac ne odgovara za tačnost cena iskazanih na sajtu, zadržava pravo izmena cena.
Ponudu za ostale artikle, informacije o stanju lagera i aktuelnim cenama možete dobiti na upit. Plaćanje se isključivo vrši
virmanski - bezgotovinski.


