Firma: Player Plus doo
Adresa: Svetogorska 9
Telefon: +381 11 3347 442
Fax: +381 11 3347 615

PIB: 106966344

E-mail: porudzbine@player.rs

Img@)a not found or type unknown

MARTIN AUDRIO BLAGKLINE Q12-B
MARTIN AUDIO BLACKLINE Q12-B Features

* Compact passive two-way system

Sifra: 20976 * Symmetrical multi-angle plywood enclosure
Kategorija prozivoda: Pasivne Zvucne Kutije * Peak SPL of 127dB (133dB with crest factor 4)
Proizvodac: Martin Audio * User-rotatable Differential Dispersion horn

* Dispersion: 90°-110° horizontal x 50° vertical
. * Vertical and horizontal orientation
Cena' 107 880’00 rSd * Screw-tight, cloth-backed perforated steel grille
* Integrated ergonomic handle made from recycled
ABS
* Pole-mount cover maintains clean lines
* 8Q nominal impedance
* Two NL4 connectors
* Flexible mounting options via M8 inserts

Applications

* Portable sound reinforcement

 Live music clubs

* Bars and restaurants

Nightclubs

* Unobtrusive stage monitoring

* Corporate AV events and conferences
* Weddings and parties

¢ Main PA infill

* Secondary stages at festivals

* Houses of worship, leisure centres and retail outlets

Type: Compact, passive two-way loudspeaker

Frequency response: 56 Hz - 17 kHz = 3 dB, -10 db @ 45 Hz

Driver (LF): 12” (300 mm) with 2.5” (63 mm) voice coil, ferrite motor system
Driver (HF): 1" (25 mm) exit compression driver with 1.7" (43 mm) voice coil
Rated power: 300 W AES, 1200 W peak

Required electronics: Processor and amplifier, or a combined amplifier-processor unit
Recommended electronics: DX0.4, DX0.6 or DX4.0 system processor and VIA amplifier, or iKON
amplifier-processor

Sensitivity: 96.5 dB

MAXIMUM SPL: 121 dB continuous, 127 dB peak, 133 dB peak with crest factor 4
Nominal impedance: 8 ohm

Dispersion:

* 90°-110° (horizontal) x 50° (vertical)

* User-rotatable Differential Dispersion horn

Crossover: 2.7 kHz passive

Enclosure: Symmetrical multi-angle plywood

Finish: Black textured paint

Protective grille: Black perforated steel grille with scrim cloth backing
Connectors: 2 x NL4 connectors

Pin connections (input): 1+/1-

Pin connections (link): 1+/1-to 1+/1- and 2+/2- to 2+/2-

Fittings:

* 16 x M8 inserts, 6 x M8 inserts for wall bracket

* 1 x bar handle with recycled ABS pocket



¢ Pole-mount socket with removable cover
Dimensions:

¢ (W) 358 mm x (H) 600 mm x (D) 321 mm
* (W) 14.1inx (H) 23.6inx (D) 12.7 in
Weight: 18.4 kg (40.6 Ibs)

Cene su informativnog karaktera. Prodavac ne odgovara za tac¢nost cena iskazanih na sajtu, zadrzava pravo izmena cena.

Ponudu za ostale artikle, informacije o stanju lagera i aktuelnim cenama mozete dobiti na upit. Pla¢anje se iskljucivo vrsi
virmanski - bezgotovinski.




