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Firma: Player Plus doo
Adresa: Svetogorska 9
Telefon: +381 11 3347 442
Fax: +381 11 3347 615
PIB: 106966344
E-mail: porudzbine@player.rs

Specifications
Built-in passive crossover with soft-trip protection for the
LF woofer and HF driver  Speakon NL-4 IN and LINK OUT connectors

Code: 40685
Configuration: 2 way
Recommended amplifier: 300 W RMS
Long Term power: 150 W
Short term power: 600 W
Nominal impedance: 8 ohm
Frequency response: 60Hz - 18KHz -6dB
Low Frequency woofer: 10 - 2 coil inch
High frequency driver: 1 - 1.4 coil inch
Sensitivity (@1W/1m): 97 dB
Maximum SPL cont/peak: 122/127 dB
Dispersion: 90° x 60° HxV
Crossover Frequency: 1.8 KHz
Recommended HP filter: 50Hz - 24dBoct
Input connector: 2 x Speakon NL4 in&throu
Net Dimension (WxHxD): 320x550x275 / 12.6x21.6x10.8 mm/inch
Net Weight: 8.9/19.62 kg/lb
Transport Dimension (WxHxD): 400x630x360 / 15.7x24.8x14.2 mm/inch
Transport Weight: 11.4/25.13 kg/lb

 

FBT PROMAXX 110 - Pasivni zvučnik
Šifra: 12451
Kategorija prozivoda: Pasivne Zvučne Kutije
Proizvođač: FBT

Cena: 41.880,00  rsd
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Cene su informativnog karaktera. Prodavac ne odgovara za tačnost cena iskazanih na sajtu, zadržava pravo izmena cena.
Ponudu za ostale artikle, informacije o stanju lagera i aktuelnim cenama možete dobiti na upit. Plaćanje se isključivo vrši
virmanski - bezgotovinski.

http://www.fbt.it/en/products/promaxx/promaxx-110#tab-specifications

