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Firma: Player Plus doo
Adresa: Svetogorska 9
Telefon: +381 11 3347 442
Fax: +381 11 3347 615
PIB: 106966344
E-mail: porudzbine@player.rs

SPUN COPPER FRONT-FIRING CERAMETALLIC WOOFERS
Cerametallic™ woofers are exceptionally light and extremely rigid, providing remarkable low frequency 
response with minimal cone breakup and distortion for higher, cleaner output using less amplifier power.
HIGH EFFICIENCY CLASS D AMPLIFIER
The built-in, high efficiency amplifier features an analog preamp design, which maintains the original signal 
path for cleaner, true-to-source reproduction. The Class D output stage ensures maximum efficiency for 
maximum output, detail, and low frequency power.
FRONT-FIRING SLOT PORT WITH EXCLUSIVE INTERNAL FLARE TECHNOLOGY 
Proprietary internal geometry that minimizes port noise for clean undistorted low frequencies. The front-
firing design allows for placement flexibility.
WA-2 WIRELESS SUBWOOFER KIT CAPABLE 
The Klipsch WA-2 Wireless Subwoofer Kit (sold separately) allows high resolution wireless connectivity for 
easy placement anywhere in your room and optimizes output and low frequency response. Connect up to 
four WA-2 wireless kits to compatible Klipsch subwoofers in a single room for a completely wireless 
connection.
FLEXIBLE CONTROLS
Low Pass Crossover and Variable Phase control allows you to tune the subwoofer to your Klipsch speakers 
and to your room, establishing the ideal level of bass. Line Level / LFE RCA inputs ensure compatibility with 
home theater receivers.
USE INPUTS SIMULTANEOUSLY 
Both the RCA and wireless inputs can be utilized, giving you the ability to use a single subwoofer with 
multiple system in the same room. For example, you can use the wireless input for your home theater set 
up and the RCA input for your 2-channel system, without needing to switch inputs when changing between 
systems.
1/2-WATT STANDBY MODE 
Exceptional efficiency on or off. Meets global efficiency standards - reducing energy costs for the user.
ULTRA-DURABLE EBONY FINISH 
Scratch resistant ebony finish looks like real wood and covers the entire cabinet.
DETAILED DESIGN 
Shock-absorbing rubber feet, steel grille posts and a woven cloth grille give the SPL subwoofers a premium 
look and feel.
Key Features:

10" Spun Copper Cerametallic™ Woofers Bass-Reflex via Exclusive Front-Firing Internal-Flare Port Class D Amplifier with 200W RMS / 450W Peak
Premium Scratch-Resistant Finish Strong, Flexible Removable Magnetic Grille

 
 
Frequency Response:  27Hz - 125Hz
Maximum Acoustic Output: 114dB
Amplifier Type: Class D with Analog Preamp Stage
Amplifier Power: 200 W RMS / 450 W Peak

KLIPSCH SPL-100

Šifra: 13302
Kategorija prozivoda: Hi-Fi Subwooferi
Proizvođač: Klipsch

Cena: 89.880,00  rsd
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Woofer: 10” Long-Throw Cerametallic
Enclosure Material: MDF
Enclosure Type: Bass Reflex via Front-Firing Slot Port
Height: 16-9/16” (421mm)
Width: 14” (356mm)
Depth: 17-5/16” (451mm)
Weight: 37 lbs (16.8kg)
Finish: Ebony Vinyl

Cene su informativnog karaktera. Prodavac ne odgovara za tačnost cena iskazanih na sajtu, zadržava pravo izmena cena. 
Ponudu za ostale artikle, informacije o stanju lagera i aktuelnim cenama možete dobiti na upit. Plaćanje se isključivo vrši 
virmanski - bezgotovinski.


