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Firma: Player Plus doo
Adresa: Svetogorska 9
Telefon: +381 11 3347 442
Fax: +381 11 3347 615
PIB: 106966344
E-mail: porudzbine@player.rs

99.999% oxygen free copper conductors
Quasi balanced twisted pair geometry  24k gold plated RCA connectors
Protective PVC outer jacket  Custom lengths available
QED lifetime guarantee

 
Conductor Section (mm²) 0.20
AWG 24
Conductor Material Stranded 99.999% OFC
Screening Material Aluminium Mylar & Double 99.999% OFC Braid with PTFE Separator
Conductor Dielectric Polyethylene
Parallel Capacitance (pF/m) 127
Overall Size (diameter) 6mm
Finish Pearl Black

Twisted Geometry
Brings superior noise
immunity to unbalanced
audio connections by
using a twisted pair for the
signal and return paths
thus introducing a level of
common mode noise
rejection not present in
conventional cables.
Engineered PlugImage not found or type unknown
Engineered Plug
Precision engineered plug
with integrated grip. 24k
gold plated RCA
connectors firm and low
resistance connection.
Gold is used because it will
not tarnish thus providing
a long lasting low contact
resistance connection.
 
Dual Shielding
Dual electro static
shielding protects delicate
signals against
interference from external
high voltages over long
cable runs. The shield
should ideally be
connected at the source
end, hence the
directionality arrows
printed on the cable.

QED Performance Subwoofer 3m
Šifra: 12586
Kategorija prozivoda: Hi-Fi Analogni kablovi
Proizvođač: QED

Cena: 6.360,00  rsd
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Cene su informativnog karaktera. Prodavac ne odgovara za tačnost cena iskazanih na sajtu, zadržava pravo izmena cena.
Ponudu za ostale artikle, informacije o stanju lagera i aktuelnim cenama možete dobiti na upit. Plaćanje se isključivo vrši
virmanski - bezgotovinski.


