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Firma: Player Plus doo
Adresa: Svetogorska 9
Telefon: +381 11 3347 442
Fax: +381 11 3347 615

PIB: 106966344

E-mail: porudzbine@player.rs

MARTIN WISMAN Quadro 60 - 100V
pojacalo
Sifra: 7088

Kategorija prozivoda: 100V Pojacala
Proizvodac: Martin Wisman

Cena: 34.000,00 rsd

MARTIN WISMAN-Quadsa60 - 100V pojacalo 4

Channel Power Amplifier 4x60W RMS

The 4 channel power amplifier is designed for
commercial and industrial public address
applications.

With four separate amplifier in a single chassis
and rated power ranges 60W per channel which
provides a wide selection to meet different size
sound system needs.

The amplifier is design of rack mount type.
Balanced line inputs by phoenix types, 70V, 100V

and 4-16 ohm speaker outputs for each channel by phoenix types are convenient for installation when

selection different speaker matching.

Master volume control are included. complete protection includes over heat, over load, clip and short
circuit. Indications for power, signal, peak and protection.

Features
4 separate amplifier into one chassis

Rated power 60W per channel

Isolated transformer for human safety operation
Reliable protection over heat, over load, clip and short
circuit

Excellent device of radiator cooling fanner that ensures
working effectively
Optional . .
C 24V input available on less than but not included
240W models

Faults monitoring module, it can output short circuit
signal to achieve main / spare amplifier switch (Except
for 1000W and 1500W).

Rack mount amplifier in 2U and 3U types
70V, 100V and 4-16 ohm speaker outputs for each
channel by phoenix types

Balanced phoenix type line input for each channel

Indicators for power, signal, peak, and protection

Panel with / without handhold

Cene su informativnog karaktera. Prodavac ne odgovara za tac¢nost cena iskazanih na sajtu, zadrzava pravo izmena cena.

Ponudu za ostale artikle, informacije o stanju lagera i aktuelnim cenama mozete dobiti na upit. Pla¢anje se iskljucivo vrsi
virmanski - bezgotovinski.




